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NOTE: ABOVE DIMENSIONS ARE NOMINAL, ACTUAL

DIMENSIONS WILL VARY DUE TO MANUFACTURING

TOLERANCES. EXACT DIMENSIONS MUST ALWAYS BE

MEASURED FROM ACTUAL SAMPLES. ALL DIMENSIONS

IN MILLIMETRES.
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DIMENSIONS WILL VARY DUE TO MANUFACTURING

TOLERANCES. EXACT DIMENSIONS MUST ALWAYS BE
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DIMENSIONS WILL VARY DUE TO MANUFACTURING
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(DIMENSION DEPENDANT ON DESIGN WINDLOADS)

MAIN FRAME CENTRES

MAIN STANCHION

(BEHIND)

VERTICAL POST COLD

ROLLED CHANNEL OR

SIMILAR

SHEETING RAIL

SUPPORT SYSTEM

(IF REQUIRED)

HORIZONTAL SHEETING

RAIL CONTINUOUS RSA

OR SIMILAR

MAIN STANCHION

HORIZONTAL

SHEETING RAIL

STEELWORK BEARING

WIDTH TO SUIT PANEL STEELWORK

BEARING WIDTH TO

SUIT PANEL

VERTICAL POST

COLD ROLLED CHANNEL

OR SIMILAR

E/BEAM (UB OR

SIMILAR)

INSULATED PANELS

TYPICAL SHEETING RAIL LAYOUT FOR HORIZONTALLY FIXED PANELS
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NOTE: FASTENER NUMBERS DEPEND ON THE ACTUAL

DESIGN SUCTION LOAD

(CONTACT TECHNICAL DEPT. FOR FURTHER INFO)

MIN 50

MIN 70 MIN 180

MIN 140

PATTERN A (SINGLE/DOUBLE FASTENERS)

PATTERN B (TRIPLE / DOUBLE FASTENERS)

RECOMMENDED FASTENER LOCATIONS

CONCEALED PANEL FIXING

FACTORY APPLIED WEATHER SEAL

DIRECTION OF LAY

HORIZONTAL PANEL JOINT
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NOTE

FASTENER NUMBERS DEPENDANT ON

ACTUAL DESIGN SUCTION LOADS.

(CONTACT KINGSPAN TECHNICAL FOR

FURTHER INFORMATION)

MIN. STEEL BEARING FACE 140MM

4035 3015

FOLDED STEEL TOP HAT FLASHING

6X4MM BUTYL SEALANT

SNAP-ON COVER FLASHING

20

3
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MIN. STEEL BEARING FACE 180MM

INFILL FOAM / RIGID INSULATION

BLOCK (SITE APPLIED)

AWP JOINT FILLER AND GUN GRADE

SEALANT TO MALE JOINT

VERTICAL SUPPORT (BY STEEL

SUB-CONTRACTOR)

BUBBLE GASKET

TYPICAL TOPHAT BASE DETAIL

ISOMETRIC - NOT TO SCALE

100
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0.5MM GALV BUTT STRAP

CONNECTOR - NTS

STANDARD LENGTH 3.0M - NTS

Dwg. Title

Application Dwg. No. Rev.

These construction drawings are

the property of Kingspan

Insulated Panels Pty. Ltd. and

may not be reproduced in any

way without written consent from

Kingspan.

www.kingspanpanels.com.au

Scale

Architectural Wall Panel Range

MICRO-RIB (KS1000 MR), MINI-MICRO (KS1000 MM), EURO-BOX (KS1000 EB), WAVE (KS1000 WV), PLANK (KS1000 PL)

Top Hat Join - Plan

Wall Panel - Horizontally Laid

NTS

AWP HS 06 D



AWP JOINT FILLER BEADED ON

GUN GRADE SEALANT AT EVERY

VERTICAL TOPHAT JOINT

SEALED AWP JOINT FILLER

GUN GRADE SEAL

FOLDED STEEL TOP HAT FLASHING

SNAP-ON COVER FLASHING

INFILL FOAM (SITE APPLIED)

AWP JOINT FILLER AND GUN GRADE

SEALANT TO MALE JOINT

6X4MM BUTYL SEALANT

BUBBLE GASKET

GUN GRADE SEAL (SITE APPLIED)

KS1000 AWP PLAN

KS1000 AWP FRONT ELEVATION

KS1000 AWP SIDE ELEVATION
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0.5MM COIL COATED BASE

DRIP FLASHING

CONTINUOUS AWP BASE

CHANNEL (BC)

INTERNAL CLOSER FLASHING

INTERMEDIATE SUPPORT

CONTINUOUS RUN OF

6X4 BUTYL SEALANT

KINGSPAN KS1000 AWP

WALL PANEL

HORIZONTALLY LAID

CONTINUOUS RUN OF 6X4

BUTYL SEALANT

KINGSPAN KS1000 AWP

WALL PANEL

HORIZONTALLY LAID

0.5MM COIL COATED

BASE DRIP FLASHING

CONTINUOUS AWP

BASE CHANNEL (BC)

DPC LAYER BETWEEN

FACE OF CONCRETE

AND FLASHING

INTERMEDIATE

SUPPORT

CONTINUOUS LEDGER

ANGLE (BY OTHERS)

CONTINUOUS RUN OF

6X4MM BUTYL SEALANT
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KINGSPAN KS1000 AWP

WALL PANEL

HORIZONTALLY LAID

0.5MM COIL COATED BASE

DRIP FLASHING

DPC LAYER BETWEEN

FACE OF CONCRETE AND

FLASHING

INTERMEDIATE SUPPORT

CONTINUOUS RUN OF

6X4MM BUTYL SEALANT

KINGSPAN PANEL BEARER

CONTINUOUS RUN OF 6X4

BUTYL SEALANT

LEDGER ANGLE (BY

OTHERS)

0.5MM COIL COATED BASE

DRIP FLASHING

KINGSPAN PANEL BEARER

CONTINUOUS RUN OF 6X4

BUTYL SEALANT
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KINGSPAN KS1000 AWP

WALL PANEL

HORIZONTALLY LAID

0.5MM COIL COATED

EXTERNAL CORNER

FLASHING SEALED WITH

CONTINUOUS RUN

OF 6X4MM BUTYL SEALANT

AWP FILLERS SEALED

ACROSS THE MALE

JOIN WITH GUN GRADE

SEALANT

INTERNAL FLASHING SEALED

WITH CONTINUOUS

RUN OF 6X4 BUTYL SEALANT
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DOUBLE CRANKED CORNER

ALL ABOVE DIMENSIONS ARE TO THE

EXTERNAL FACE OF THE PANEL.

INTERNAL ANGLES = 82 DEG. TO 152 DEG.

MAX UNSUPPORTED LEG IS 1000MM.

DIMENSION A

MIN. MAX.

300MM 1500MM

DIMENSION B 300MM 1500MM

DIMENSION C 300MM 1500MM
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SINGLE CRANKED CORNER

ALL ABOVE DIMENSIONS ARE TO THE

EXTERNAL FACE OF THE PANEL.

INTERNAL ANGLES = 82 DEG. TO 152 DEG.

MAX UNSUPPORTED LEG IS 1000MM.

DIMENSION A

MIN. MAX.

300MM 1500MM
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KINGSPAN KS1000 AWP WALL

PANEL HORIZONTALLY LAID

0.5MM COIL COATED INTERNAL CORNER

FLASHING SEALED WITH CONTINUOUS RUN

OF 6X4 BUTYL SEALANT

FILL GAPS WITH FR FOAM FILLER

INTERNAL FLASHING SEALED WITH

CONTINUOUS RUN OF 6X4 BUTYL SEALANT

AWP FILLERS SEALED ACROSS THE MALE

JOINT WITH GUN GRADE SEALANT
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GUN GRADE SEALANT

PF ROD SEALED WITH GUN GRADE SEALANT

FILL GAPS WITH FR FOAM FILLER

6X4MM BUTYL SEALANT

0.5MM COIL COATED STEEL END FLASHING

SEALED TO PANEL WITH 6X4MM BUTYL SEALANT

AWP FILLER SEALED ACROSS THE

JOIN WITH GUN GRADE SEALANT
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6X4MM BUTYL SEALANT

GUN GRADE SEALANT

DPC LAYER BETWEEN TOP OF CONCRETE

AND  UNDERSIDE OF PANEL

CONTINUOUS RUN OF GUN GRADE SEALANT

0.5MM COIL COATED STEEL END FLASHING

SEALED TO PANEL WITH 6X4MM BUTYL SEALANT

AWP FILLER SEALED ACROSS THE

JOIN WITH GUN GRADE SEALANT
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SITE APPLIED GUN GRADE EAVES SEAL

75MM EAVES OVERHANG

RW EAVES FILLER SEALED WITH GUN

GRADE SEALANT

FILL GAPS WITH FR FOAM FILLER

PRIMARY SUPPORT STRUCTURE

KINGSPAN HIGHLINE GUTTER

KINGSPAN RECESSED WASHER

KINGSPAN KS1000 AWP PANEL

HORIZONTALLY LAID

2
0
0
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CONTINUOUS RUN

OF 6X4 BUTYL SEALANT

75MM EAVES CUT BACK

FIXING AT CROWN

GUTTER BRACKET ATTACHED

TO FASCIA BOARD FIXED TO

PURLINS

CLOSED CELL FOAM EAVES

FILLER BLOCK

SITE APPLIED GUN GRADE

EAVES SEAL

PRESSED STEEL GUTTER

INTERNAL FLASHING

0.5MM COIL COATED

SOFFIT FLASHING

KINGSPAN KS1000 RW

ROOFING PANEL

ADDITIONAL TREATMENT

REQUIRED IF UNDERSIDE

OF PANEL IS EXPOSED

FLASHING TO SUIT LINER

MATERIAL. CUT AROUND

STRUCTURE AS NECESSARY

FILL GAPS WITH FR FOAM

FILLER

FLASHING TO SUIT EXT

MATERIAL. CUT AROUND

STRUCTURE AS

NECESSARY

KINGSPAN KS1000 AWP

PANEL HORIZONTALLY LAID

EXTERNAL FLASHING

KINGSPAN RECESSED

WASHER

CONTINUOUS RUN OF 6X4

BUTYL SEALANT

INTERMEDIATE SUPPORT

STRUCTURE
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KS1000 AWP PARAPET

PANEL (HORIZONTALLY

LAID)

CUT END COVER FLASHING

WITH 6X4 BUTYL SEALANT

AIR SEAL 6X4 BUTYL

SEALANT

KINGSPAN RECESSED

WASHER

KINGSPAN INSULATED

MEMBRANE GUTTER

KS1000 AWP PARAPET

PANEL (HORIZONTALLY

LAID)

0.5MM COIL COATED PARAPET FLASHING

SEALED WITH 6X4 BUTYL SEALANT

FILL GAPS WITH FR FOAM FILLER

KINGSPAN RECESSED

WASHER

INFILL BLOCK
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"Z" FLASHING WITH CONTINUOUS

RUNS OF 6X4 BUTYL SEALANT

ALTERNATIVE FLASHING

DETAIL
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0.5MM COIL COATED

VERGE FLASHING WITH

150MM SEALED OVERLAP

CONTINUOUS 6X4 BUTYL

SEALANT. STITCHING

SCREWS AT 450MM CTRS

KINGSPAN AWP BASE CHANNEL

GALV LEDGER ANGLE

FILL GAPS WITH PIR FOAM

BLOCK

ALTERNATIVE FLASHING DETAIL
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"Z" FLASHING WITH

CONTINUOUS RUNS OF 6X4

BUTYL SEALANT

CONTINUOUS RUN OF 6X4

BUTYL SEALANT

KINGSPAN KS1000 AWP

PANEL HORIZONTALLY LAID

0.5MM COIL COATED VERGE

FLASHING WITH 150MM SEALED

OVERLAP OR BUTT-STRAPS

CONTINUOUS RUN OF 6X4 BUTYL SEALANT

GALV CLEADER ANGLE BY STEEL CONTRACTOR

ALTERNATIVE FLASHING DETAIL

DIRECTION OF LAY

0.5MM COIL COATED

VERGE FLASHING WITH

150MM SEALED OVERLAP

OR BUTT-STRAPS

CONTINUOUS 6X4 BUTYL

SEALANT. STITCHING

SCREWS AT 450MM CTRS

CONTINUOUS RUN OF 6X4 BUTYL SEALANT

GALV CLEADER ANGLE

BY STEEL CONTRACTOR

KINGSPAN KS1000 AWP

PANEL HORIZONTALLY

LAID

CONTINUOUS RUN

OF 6X4 BUTYL SEALANT

DIRECTION OF LAY
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CONTINUOUS 6X4 BUTYL SEALANT.

STITCHING SCREWS AT 450MM CTRS

GALV CLEADER ANGLE

BY STEEL CONTRACTOR

KINGSPAN KS1000 AWP

PANEL HORIZONTALLY LAID

CONTINUOUS RUN OF

6X4 BUTYL SEALANT

"Z" FLASHING WITH

CONTINUOUS RUNS OF

6X4 BUTYL SEALANT

CONTINUOUS RUN OF 6X4 BUTYL SEALANT

0.5MM COIL COATED

VERGE FLASHING WITH

150MM SEALED OVERLAP

OR BUTT-STRAPS

DIRECTION OF LAY

CONTINUOUS 6X4 BUTYL

SEALANT. STITCHING

SCREWS AT 450MM CTRS

CONTINUOUS RUN

OF 6X4 BUTYL SEALANT

GALV CLEADER ANGLE

BY STEEL CONTRACTOR

KINGSPAN KS1000

AWP PANEL

HORIZONTALLY LAID

"Z" FLASHING WITH

CONTINUOUS RUNS OF

6X4 BUTYL SEALANT

0.5MM COIL COATED

VERGE FLASHING WITH

150MM SEALED OVERLAP

OR BUTT-STRAPS

CONTINUOUS RUN OF

6X4 BUTYL SEALANT

ALTERNATIVE FLASHING DETAIL

NOT TO SCALE

DIRECTION OF LAY
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0.5MM COIL COATED HEAD

FLASHING SEALED

WITH 6X4 BUTYL SEALANT

KINGSPAN AWP BASE

CHANNEL (BC)

CONTINUOUS GALV SUPPORT

ANGLE

AWP JOINT FILLER AND SILICONE

SEALANT TO MALE JOINT

FIRE RATED CANISTER

INSULATION

CONTINUOUS LEDGER

ANGLE (BY OTHERS)

HORIZONTAL TO VERTICAL JOINT DETAIL
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Expansion Joint Detail
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6X4MM BUTYL SEALANT

INTERNAL EXPANSION JOINT FLASHING WITH 100MM LAPS

MINERAL FIBRE INSULATION

6X4MM BUTYL SEALANT

AWP JOINT FILLER AND GUN GRADE SEALANT TO MALE JOINT

SLIDING JOINT FLASHING (BY OTHERS)

KS1000 AWP HORIZONTAL EXPANSION JOINT (WHERE REQUIRED)

PLAN
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STRUCTURAL FRAMING

SYSTEM*

PIR BOARD INSULATION*

WEATHER SEAL BY

WINDOW INSTALLER*

AIR SEAL - CONTINUOUS BEAD

OF GUN GRADE SEALANT

VJ2 SELF-ADHESIVE BUBBLE

GASKET AT PANEL JOINTS

LAPPED OVER WINDOW HEAD

WEATHERING UNIT

AWP HORIZONTALLY LAID

THICKNESS TO ATTAIN R VALUE

INTERNAL FINISH TO

ARCHITECT'S DESIGN

VJ2 SELF-ADHESIVE BUBBLE

GASKET AT PANEL JOINTS

WEATHER SEAL BY WINDOW

INSTALLER*

INTEGRATED WINDOW

SYSTEM

FOR FURTHER

INFORMATION ON THE

AVAILABILITY OF

WINDOW TYPES, AND

SYSTEMS AND

ADAPTOR THICKNESS,

PLEASE CONTACT

KINGSPAN TECHNICAL

DEPARTMENT

NOTE: ITEMS MARKED *

ARE NOT SUPPLIED BY

KINGSPAN

VJ2 SELF-ADHESIVE BUBBLE

GASKET AT PANEL JOINTS

AWP HORIZONTALLY

LAID THICKNESS TO

ATTAIN R VALUE

GUN GRADE SEAL (SITE APPLIED)

WINDOW BY OTHERS*

AWP JOINT FILLER AND GUN

GRADE SEALANT TO MALE JOINT
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AWP Horizontally Laid 80mm Integrated Window
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AWP HORIZONTALLY

LAID THICKNESS

TO ATTAIN R VALUE

AIR SEAL - CONTINUOUS

BEAD OF GUN GRADE

SEALANT

PANEL BEARER AT

MAXIMUM 1500MM C/C

EXTERNAL WINDOW

HEAD FLASHINGS

WEATHER SEAL BY

WINDOW INSTALLER*

NOTE: ITEMS MARKED *

ARE NOT SUPPLIED BY

KINGSPAN

WINDOW BY OTHERS*

WEATHER SEAL BY

WINDOW INSTALLER*

PIR BOARD AND FIRE

RATED CANISTER

APPLIED INSULATION *

EXTERNAL WINDOW

SILL FLASHINGS WITH

SILL RECEIVER PIECE

AIR SEAL - CONTINUOUS

BEAD OF GUN GRADE

SEALANT

STRUCTURAL FRAMING

SYSTEM*

PIR BOARD INSULATION*

INTERNAL FINISH TO

ARCHITECT'S DESIGN

WINDOW FIXED WITH

FERRULES*

INTERNAL FINISH TO

ARCHITECT'S DESIGN

WINDOW BY OTHERS*

INTERNAL FINISH TO

ARCHITECT'S DESIGN

WEATHER SEAL BY

WINDOW INSTALLER*

PIR BOARD AND FIRE

RATED CANISTER

APPLIED INSULATION *

0.5MM COIL COATED

JAMB FLASHING WITH

CONTINUOUS RUN OF

6X4MM BUTYL SEALANT

VJ2 SELF-ADHESIVE BUBBLE

GASKET AT PANEL JOINTS

AWP HORIZONTALLY LAID

THICKNESS TO ATTAIN R

VALUE

CONTINUOUS BEAD OF GUN

GRADE SEALANT OVER AWP

JOINT FILLER

WINDOW BY OTHERS*
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AWP Horizontally Laid - Recessed Window

Wall Panel - Horizontally Laid
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AWP VERTICALLY LAID

THICKNESS TO ATTAIN R

VALUE

AIR SEAL - CONTINUOUS

BEAD OF GUN GRADE

SEALANT

PIR BOARD INSULATION*

EXTERNAL WINDOW

HEAD FLASHINGS

WEATHER SEAL BY

WINDOW INSTALLER*

WINDOW BY OTHERS*

WEATHER SEAL BY

WINDOW INSTALLER*

PIR BOARD AND FIRE

RATED CANISTER

APPLIED INSULATION *

EXTERNAL WINDOW

SILL FLASHINGS

AIR SEAL - CONTINUOUS

BEAD OF GUN GRADE

SEALANT

9 X 3MM BUTYL MASTIC

SEAL

NOTE: ITEMS MARKED *

ARE NOT SUPPLIED BY

KINGSPAN

STRUCTURAL FRAMING

SYSTEM*

PIR BOARD INSULATION*

INTERNAL FINISH TO

ARCHITECT'S DESIGN

WINDOW FIXED WITH

FERRULES*

INTERNAL FINISH TO

ARCHITECT'S DESIGN

AWP HORIZONTALLY

LAID THICKNESS TO

ATTAIN R VALUE

RECESSED WASHER

0.5MM COIL COATED

JAMB FLASHING WITH

CONTINUOUS RUN OF

6X4MM BUTYL SEALANT

PIR BOARD AND FIRE

RATED CANISTER

APPLIED INSULATION *

WEATHER SEAL BY

WINDOW INSTALLER*

WINDOW BY OTHERS*

INTERNAL FINISH TO

ARCHITECT'S DESIGN
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0.5MM COIL COATED JAMB FLASHING

WITH CONTINUOUS RUN OF 6X4MM

BUTYL SEALANT

INTERNAL FINISH TO ARCHITECT'S

DESIGN

WINDOW BY OTHERS*

WEATHER SEAL BY WINDOW

INSTALLER*

PIR BOARD AND FIRE RATED

CANISTER APPLIED

INSULATION *

KINGSPAN PANEL BEARER

AWP VERTICALLY LAID THICKNESS

TO ATTAIN R VALUE
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STRUCTURAL FRAMING

SYSTEM*

PIR BOARD INSULATION*

INTERNAL FINISH TO

ARCHITECT'S DESIGN

WINDOW BY OTHERS*

INTERNAL FINISH TO

ARCHITECT'S DESIGN

WINDOW FIXED WITH

 FERRULES*

AWP HORIZONTALLY LAID

SITE CUT PANEL THICKNESS

TO ATTAIN R VALUE

AIR SEAL - CONTINUOUS

BEAD OF GUN GRADE

SEALANT

RECESSED WASHER AND

FIXING PLATE*

FIXING COVER FLASHING

RIVET FIXED OR ADHESIVE

BONDED TO PANEL FACE*

EXTERNAL WINDOW HEAD

FLASHINGS

WEATHER SEAL BY

WINDOW INSTALLER*

AWP VERTICALLY LAID SITE

CUT PANEL THICKNESS TO

ATTAIN R VALUE

VJ2 SELF-ADHESIVE BUBBLE

GASKET AT PANEL JOINTS

9 X 3MM BUTYL MASTIC SEAL

AIR SEAL - CONTINUOUS

BEAD OF GUN GRADE

SEALANT

EXTERNAL WINDOW SILL

FLASHINGS RIVETED OR

BONDED TO PANEL FACE*

PIR BOARD AND FIRE RATED

CANISTER

APPLIED INSULATION *

NOTE: ITEMS MARKED *

ARE NOT SUPPLIED BY

KINGSPAN
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Cut Panel Recessed Washers - Recessed Window
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0.5MM COIL COATED SOFFIT

FLASHING

PF BACKING ROD WITH SILICONE

SEALANT. BY DOOR INSTALLER

DOOR JAMB SUPPORT FRAME

KINGSPAN PANEL BEARER

AIR SEAL WITH 6X4MM

BUTYL SEALANT

DOOR UNIT BY OTHERS

0.5MM COIL COATED HEAD

FLASHING SEALED WITH 6X4

BUTYL SEALANT

OPTION B PANEL BEARER

AWP JOINT FILLER AND SILICONE

SEALANT

DOOR JAMB SUPPORT FRAME

DOOR UNIT BY OTHERS

0.5MM COIL COATED JAMB

FLASHING SEALED

WITH 6X4MM BUTYL SEALANT

PF BACKING ROD WITH SILICONE

SEALANT. BY WINDOW INSTALLER

KS1000 AWP WALL PANEL

HORIZONTALLY LAID
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Personnel Door Detail (Base Channel)
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DOOR GUIDE SUPPORTED

BY MAIN STRUCTURE

ROLLER DRUM

KINGSPAN AWP BASE

CHANNEL ON

GALV LEDGER ANGLE

AIR SEAL WITH

6X4MM

BUTYL SEALANT
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DOOR HEAD

SUPPORT FRAME

STRUCTURAL DOOR POST

0.5MM COIL COATED

SOFFIT FLASHING

0.5MM COIL COATED

HEAD FLASHING SEALED

WITH 6X4 BUTYL SEALANT

V

A

R

I
A

B

L

E

 
S

L

O

P

E

OPTION A BASE CHANNEL

DOOR BY OTHERS

DOOR GUIDE BY OTHERS

STRUCTURAL DOOR

JAMB BY OTHERS

0.5MM COIL COATED 2

PART JAMB FLASHING

SEALED WITH 6X4MM

BUTYL SEALANT

KS1000 AWP WALL PANEL

HORIZONTALLY LAID

AWP JOINT FILLER AND

SILICONE SEALANT
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INTERNAL COVER FLASHING

SEALED WITH 6X4MM BUTYL

SEALANT

"DEKTITE" FLEXIBLE PIPE

FLASHING OR SIMILAR TO

SUIT CONDITIONS

PIPE/DUCTING

KS1000 AWP INSULATED WALL

PANEL (HORIZONTALLY LAID)

STANDARD TEMPERATURE

SITE APPLIED NON-COMBUSTIBLE

INSULATION

HOLE SITE CUT TO

ACCOMMODATE

PIPE/DUCTING ETC. LINE WITH

GALVANISED SOAKER

KS1000 AWP INSULATED WALL

PANEL (HORIZONTALLY LAID)

INTERNAL COVER FLASHING

SEALED WITH 6X4MM BUTYL

SEALANT

PIPE/DUCTING

"DEKTITE" FLEXIBLE PIPE

FLASHING OR SIMILAR TO

SUIT CONDITIONS

(TO 115° MAX)
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M
M

HIGH TEMPERATURE

GRP INSITU WEATHERING SYSTEM

BONDED TO PANELS EXTERNAL SHEET,

COLOUR TO MATCH EXTERNAL PANEL

SITE APPLIED NON-

COMBUSTIBLE

INSULATION

PIPE/DUCTING

HOLE SITE CUT TO

ACCOMMODATE

PIPE/DUCTING ETC. LINE WITH

GALVANISED SOAKER

KS1000 AWP INSULATED WALL

PANEL (HORIZONTALLY LAID)

INTERNAL COVER FLASHING

SEALED WITH 6X4MM BUTYL

SEALANT

ALTERNATIVE STANDARD

TEMPERATURE

NOTE: MAXIMUM CIRCULAR HOLE SIZE TO BE 300MM. PENETRATIONS GREATER WILL REQUIRE

ADDITIONAL SUPPORTING STEEL.
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Penetration Detail
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PLAN OF CHANNEL AND FIXING POSITIONS

250 500 500 500 500 500 250

CROSS SECTION

DIM A

3
9

4
4

7

RELATION WITH PANEL

AVAILABLE

PANEL

THICKNESS

DIM A

PRODUCT

CODE

50 AWP

80 AWP

100 AWP

140 AWP

21MM

51MM

71MM

111MM

BC 50

BC 80

BC 100

BC 140

NOTE : ABOVE DIMENSIONS ARE THEORETICAL,

ACTUAL DIMENSIONS WILL VARY DUE TO

MANUFACTURING TOLERANCES.

ALL DIMENSIONS ABOVE ARE IN MILLIMETRES.

BASE CHANNEL FIXED AT MAX 500MM CENTRES AS

SHOWN ABOVE.

BASE CHANNEL TO BE CONTINUOUS AND SILICONE

SEALED WHERE JOINTED.

MATERIAL : 1.6MM THICK GALVANIZED STEEL
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A

A

ALL DIMENSIONS IN MILLIMETRES.  PANEL BEARER

FIXING CENTRES 1500MM MAX.  1 x PANEL BEARER

LOCATED AT EACH END OF PANEL.
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KINGSPAN FEMALE JOINT

SECTION A-A (80MM AWP) SECTION A-A (50MM AWP)

KINGSPAN 50MM & 80MM AWP PANEL BEARER DETAILS

KINGSPAN FEMALE JOINT
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Recessed Washer Detail
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82° - 152°

ALL ABOVE DIMENSIONS ARE TO THE

EXTERNAL FACE OF THE PANEL.

INTERNAL ANGLES = 82 DEG. TO 152 DEG.

MAX UNSUPPORTED CANTILEVER = 1000MM

Minimum   Maximum

300mm    1500mmDimension A

300mm    1500mmDimension B

300mm    1500mmDimension C

DOUBLE CRANKED CORNER

82° - 152°

ALL ABOVE DIMENSIONS ARE TO THE

EXTERNAL FACE OF THE PANEL.

INTERNAL ANGLES = 82 DEG. TO 152

DEG.

MAX UNSUPPORTED CANTILEVER =

1000MM.

Minimum   Maximum

300mm    1500mm
Dimension A

300mm    1500mm
Dimension B

SINGLE CRANKED CORNER
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