
Dwg. Title

Application Dwg. No. Rev.

These construction drawings are

the property of Kingspan

Insulated Panels Pty. Ltd. and

may not be reproduced in any

way without written consent from

Kingspan.

www.kingspanpanels.com.au

Scale

Architectural Wall Panel Range

MICRO-RIB (KS1000 MR), MINI-MICRO (KS1000 MM), EURO-BOX (KS1000 EB), WAVE (KS1000 WV), PLANK (KS1000 PL)

Sheet List

Wall Panel - Vertically Laid

NTS

AWP VS 00 D



NOTE: FASTENER NUMBERS DEPEND ON THE ACTUAL DESIGN SUCTION LOAD

VERTICAL PANEL JOINT & FASTENER LOCATIONS

FACTORY APPLIED

WEATHER SEAL

CONCEALED PANEL FIXING

DIRECTION OF

PREVAILING WIND

DIRECTION OF LAY
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HORIZONTAL SHEETING RAIL TYPICAL LAYOUT FOR

VERTICALLY FIXED PANELS

MAIN FRAME CENTRES

MAIN STANCHION

(BEHIND)

VERTICAL POST COLD

ROLLED CHANNEL OR

SIMILAR

HORIZONTAL SHEETING

RAIL CONTINUOUS RSA

OR SIMILAR

HORIZONTAL

SHEETING RAIL

STEELWORK BEARING

WIDTH TO SUIT PANEL

SHEETING RAIL

SUPPORT SYSTEM

(IF REQUIRED)

STEELWORK

BEARING WIDTH TO

SUIT PANEL

VERTICAL POST

COLD ROLLED CHANNEL

OR SIMILAR

E/BEAM (UB OR

SIMILAR)

MAIN

STANCHION

INSULATED

PANELS
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INTERNAL CLOSER

FLASHING

0.5MM COIL COATED

BASE DRIP FLASHING

CONTINUOUS

RUN OF 6X4

BUTYL

SEALANT

CONTINUOUS

LEDGER ANGLE

FOAM SEAL

CUT END COVER

FLASHING SEALED WITH

6X4MM BUTYL SEALANT

KINGSPAN KS1000

AWP WALL PANEL

VERTICALLY LAID

GUN GRADE SILICONE

SEALANT ACROSS JOIN,

BACK SEALED WITH

6X4MM BUTYL SEALANT

CONTINUOUS BASE

SUPPORT ANGLE

CUT END COVER

FLASHING SEALED

WITH 6X4MM BUTYL

SEALANT

0.5MM COIL COATED

BASE DRIP FLASHING

CONTINUOUS LEDGER

ANGLE

CONTINUOUS RUN OF

SILICONE SEALANT

PEF ROD SEALED WITH

SILICONE SEALANT

GUN GRADE SILICONE

SEALANT ACROSS JOIN,

BACK SEALED WITH

6X4MM BUTYL SEALANT

KINGSPAN KS1000 AWP

WALL PANEL

VERTICALLY LAID

CONTINUOUS RUN OF

6X4 BUTYL SEALANT
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0.5MM COIL COATED CORNER

FLASHING WITH 150MM

SEALED OVERLAP OR

BUTT-STRAPS. SEALED WITH

CONTINUOUS RUN OF 6X4

BUTYL SEALANT

INTERNAL FLASHING WITH 150MM

SEALED OVERLAP OR BUTT-

STRAPS. SEALED WITH CONTINUOUS

RUN OF 6X4 BUTYL SEALANT

KINGSPAN KS1000

AWP WALL PANEL

VERTICALLY LAID
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KINGSPAN KS1000 AWP WALL

PANEL VERTICALLY

0.5MM COIL COATED INTERNAL

CORNER FLASHING WITH 150MM

SEALED OVERLAP OR

BUTT-STRAPS. SEALED WITH

CONTINUOUS RUN OF 6X4 BUTYL

SEALANT

FILL GAPS WITH FR FOAM FILLER

INTERNAL FLASHING SEALED

WITH CONTINUOUS

RUN OF 6X4 BUTYL SEALANT
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0.5MM COIL COATED END FLASHING

WITH 150MM SEALED OVERLAP.

SEALED TO PANEL WITH CONTINUOUS

RUN OF 6X4 BUTYL SEALANT

FILL GAPS WITH

FR FOAM FILLER

CONTINUOUS RUN OF

SILICONE SEALANT

KINGSPAN RECESSED WASHER

PEF ROD SEALED WITH

SILICONE SEALANT

CONTINUOUS BASE SUPPORT ANGLE

KINGSPAN KS1000 AWP VERTICALLY

LAID. FIX CUT END USING GALV.

RECESSED WASHERS

0.5MM COIL COATED END FLASHING

WITH 150MM SEALED OVERLAP.

SEALED TO PANEL WITH CONTINUOUS

RUN OF 6X4 BUTYL SEALANT

FILL GAPS WITH

FR FOAM FILLER

CONTINUOUS RUN OF

SILICONE SEALANT

KINGSPAN RECESSED WASHER

PEF ROD SEALED WITH

SILICONE SEALANT

CONTINUOUS BASE SUPPORT ANGLE

KINGSPAN KS1000 AWP VERTICALLY

LAID. FIX CUT END USING GALV.

RECESSED WASHERS
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DPC LAYER BETWEEN

TOP OF CONCRETE AND

UNDERSIDE OF PANEL

CONTINUOUS RUN OF

SILICONE SEALANT

0.5MM COIL COATED

END FLASHING WITH

150MM SEALED

OVERLAP. SEALED TO

PANEL WITH

CONTINUOUS RUN OF

6X4 BUTYL SEALANT

KINGSPAN KS1000 AWP

VERTICALLY LAID

CONTINUOUS BASE

SUPPORT ANGLE

CONTINUOUS RUN OF

SILICONE SEALANT

DPC LAYER BETWEEN

TOP OF CONCRETE AND

UNDERSIDE OF PANEL

CONTINUOUS RUN OF

SILICONE SEALANT

0.5MM COIL COATED

END FLASHING WITH

150MM SEALED

OVERLAP. SEALED TO

PANEL WITH

CONTINUOUS RUN OF

6X4 BUTYL SEALANT

KINGSPAN KS1000 AWP

VERTICALLY LAID

CONTINUOUS BASE

SUPPORT ANGLE

CONTINUOUS RUN OF

SILICONE SEALANT
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GUTTER BRACKET ATTACHED

TO FASCIA

BOARD FIXED TO PURLINS

FILL GAPS WITH FR FOAM FILLER

75MM EAVES OVERHANG

PRESSED STEEL GUTTER

INTERNAL FLASHING

KINGSPAN KS1000 AWP WALL PANEL

LAID VERTICALLY

SITE APPLIED SILICONE

EAVES SEAL
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CONTINUOUS RUN OF 6X4

BUTYL SEALANT

75MM EAVES OVERHANG

FIXING AT CROWN

GUTTER BRACKET ATTACHED

TO FASCIA BOARD FIXED TO

PURLINS

PRESSED STEEL

GUTTER

CLOSED CELL FOAM

EAVES FILLER BLOCK

SITE APPLIED SILICONE

EAVES SEAL

KINGSPAN KS1000 RW

ROOFING PANEL

INTERNAL FLASHING

FILL GAPS WITH FR FOAM

FILLER

0.5MM COIL COATED SOFFIT

FLASHING  SEALED

WITH 6X4MM BUTYL SEALANT

KS1000 AWP WALL PANEL

VERTICALLY LAID

EXTERNAL FLASHING

ADDITIONAL TREATMENT

REQUIRED IF UNDERSIDE

OF PANEL IS EXPOSED

FLASHING TO SUIT LINER

MATERIAL. CUT AROUND

STRUCTURE AS

NECESSARY

FLASHING TO SUIT EXT

MATERIAL. CUT AROUND

STRUCTURE AS

NECESSARY

FOAM AWP FILLER SEALED

ACROSS JOIN WITH SILICONE

SEALANT
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0.5MM COIL COATED EDGE FLASHING

0.5MM COIL COATED PARAPET

FLASHING SEALED WITH 6X4

BUTYL SEALANT

PIR OR TIMBER INFILL BLOCK

FOAM AWP FILLER SEALED ACROSS

JOIN WITH SILICONE SEALANT

SITE APPLIED SILICONE EAVES SEAL

FIXING AT CROWN

AIR SEAL 6X4 BUTYL SEALANT

KINGSPAN MEMBRANE GUTTER
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CONTINUOUS RUN OF 6X4 BUTYL

SEALANT

0.5MM COIL COATED VERGE

FLASHING WITH 150MM SEALED

OVERLAP OR BUTT-STRAPS.

SEALED TO WALL PANEL WITH

6X4 BUTYL SEALANT

DIRECTION OF LAY

GALV CLEADER ANGLE

BY STEEL CONTRACTOR

FILL GAPS WITH FR FOAM FILLER

"Z" FLASHING WITH CONTINUOUS

RUNS OF 6X4 BUTYL SEALANT

"Z" FLASHING WITH CONTINUOUS

RUNS OF 6X4 BUTYL SEALANT

0.5MM COIL COATED VERGE FLASHING

WITH 150MM SEALED OVERLAP OR

BUTT-STRAPS. SEALED TO WALL PANEL

WITH 6X4 BUTYL SEALANT

KS1000 AWP WALL PANEL

VERTICALLY LAID

AWP FILLER SEALED ACROSS JOIN

WITH SILICONE SEALANT

ALTERNATIVE

FLASHING DETAIL

DIRECTION OF LAY

FILL GAPS WITH FR FOAM FILLER

GALV CLEADER ANGLE BY STEEL

CONTRACTOR
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KS1000 AWP WALL PANEL

VERTICALLY LAID

AWP FILLER SEALED ACROSS

JOIN WITH SILICONE SEALANT

CONTINUOUS RUN OF 6X4 BUTYL

SEALANT

0.5MM COIL COATED VERGE

FLASHING WITH 150MM

SEALED OVERLAP OR

BUTT-STRAPS.

SEALED TO WALL PANEL

WITH 6X4 BUTYL SEALANT

DIRECTION OF LAY

GALV CLEADER ANGLE BY

STEEL CONTRACTOR

0.5MM COIL COATED VERGE

FLASHING WITH 150MM SEALED

OVERLAP OR BUTT-STRAPS

ALTERNATIVE

FLASHING DETAIL

DIRECTION OF LAY

"Z" FLASHING WITH

CONTINUOUS RUNS OF

6X4 BUTYL SEALANT

KS1000 AWP WALL PANEL

VERTICALLY LAID

AWP FILLER SEALED ACROSS

JOIN WITH SILICONE SEALANT

GALV CLEADER ANGLE BY

STEEL CONTRACTOR
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FIXING AT PAN

KS1000 AWP WALL PANEL

FOAM RIDGE FILLER SEALED TOP & BOTTOM WITH

NON SETTING SEALANT

INTERNAL FLASHING

FILL GAPS WITH FR FOAM FILLER

KINGSPAN KS1000 RW ROOFING PANEL

0.5MM COIL COATED APRON FLASHING

0.5MM COIL COATED CUT EDGE PROTECTION FLASHING

CONTINUOUS LEDGER ANGLE

GUN GRADE SILICONE SEALANT ACROSS JOIN, BACK

SEALED WITH 6X4MM BUTYL SEALANT
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CONTINUOUS GALV

SUPPORT ANGLE

FIRE RATED CANISTER

INSULATION

KS1000 AWP VERTICAL TO

HORIZONTAL JOINT

KS1000 AWP PANEL

HORIZONTALLY LAID

CUT END COVER FLASHING

6
 
M

I
N

GUN GRADE SILICONE

SEALANT ACROSS JOIN,

BACK SEALED WITH

6X4MM BUTYL SEALANT

KS1000 AWP PANEL

VERTICALLY LAID

0.5MM COIL COATED DRIP

FLASHING SEALED TO

FACE OF PANEL WITH

6X4MM BUTYL SEALANT

CONTINUOUS LEDGER

ANGLE

0.5MM COIL COATED

DRIP FLASHING SEALED TO

FACE OF PANEL WITH

6X4MM BUTYL SEALANT

CONTINUOUS GALV

SUPPORT ANGLE

CUT END COVER FLASHING

AWP JOINT FILLER AND

SILICONE SEALANT TO

MALE JOINT

FIRE RATED CANISTER

INSULATION APPLIED

AS PANEL IS PLACED

KS1000 AWP VERTICAL

STACK JOINT

GUN GRADE SILICONE

SEALANT ACROSS JOIN,

BACK SEALED WITH

6X4MM BUTYL SEALANT

CONTINUOUS LEDGER

ANGLE

KS1000 AWP PANEL

VERTICALLY LAID
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AWP VERTICALLY LAID

THICKNESS TO ATTAIN R

VALUE

AIR SEAL - CONTINUOUS

BEAD OF GUN GRADE

SEALANT

PIR BOARD INSULATION*

EXTERNAL WINDOW

HEAD FLASHINGS

WEATHER SEAL BY

WINDOW INSTALLER*

WINDOW BY OTHERS*

WEATHER SEAL BY

WINDOW INSTALLER*

PIR BOARD AND FIRE

RATED CANISTER

APPLIED INSULATION *

EXTERNAL WINDOW

SILL FLASHINGS

AIR SEAL - CONTINUOUS

BEAD OF GUN GRADE

SEALANT

9 X 3MM BUTYL MASTIC

SEAL

NOTE: ITEMS MARKED *

ARE NOT SUPPLIED BY

KINGSPAN

STRUCTURAL FRAMING

SYSTEM*

PIR BOARD INSULATION*

INTERNAL FINISH TO

ARCHITECT'S DESIGN

WINDOW FIXED WITH

FERRULES*

INTERNAL FINISH TO

ARCHITECT'S DESIGN

AWP HORIZONTALLY

LAID THICKNESS TO

ATTAIN R VALUE

RECESSED WASHER

0.5MM COIL COATED

JAMB FLASHING WITH

CONTINUOUS RUN OF

6X4MM BUTYL SEALANT

PIR BOARD AND FIRE

RATED CANISTER

APPLIED INSULATION *

WEATHER SEAL BY

WINDOW INSTALLER*

WINDOW BY OTHERS*

INTERNAL FINISH TO

ARCHITECT'S DESIGN

Dwg. Title

Application Dwg. No. Rev.

These construction drawings are

the property of Kingspan

Insulated Panels Pty. Ltd. and

may not be reproduced in any

way without written consent from

Kingspan.

www.kingspanpanels.com.au

Scale

Architectural Wall Panel Range

MICRO-RIB (KS1000 MR), MINI-MICRO (KS1000 MM), EURO-BOX (KS1000 EB), WAVE (KS1000 WV), PLANK (KS1000 PL)

AWP Vertically Laid - Recessed Window

Wall Panel - Vertically Laid

NTS

AWP VS 15 D



0.5MM COIL COATED JAMB FLASHING

WITH CONTINUOUS RUN OF 6X4MM

BUTYL SEALANT

INTERNAL FINISH TO ARCHITECT'S

DESIGN

WINDOW BY OTHERS*

WEATHER SEAL BY WINDOW

INSTALLER*

PIR BOARD AND FIRE RATED

CANISTER APPLIED

INSULATION *

KINGSPAN PANEL BEARER

AWP VERTICALLY LAID THICKNESS

TO ATTAIN R VALUE
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KS1000 AWP PANEL

VERTICALLY LAID

0.5MM COIL COATED

HEAD FLASHING SEALED

WITH 6X4 BUTYL SEALANT

0.5MM COIL COATED

SOFFIT FLASHING

PF BACKING ROD WITH

SILICONE SEALANT. BY DOOR

INSTALLER

CUT END COVER

FLASHING

DOOR SUPPORT FRAME

DOOR UNIT BY OTHERS

DOOR JAMB SUPPORT FRAME

CONTINUOUS LEDGER ANGLE

0.5MM COIL COATED

JAMB FLASHING

SEALED WITH 6X4MM

BUTYL SEALANT

DOOR JAMB SUPPORT

FRAME

DOOR UNIT BY OTHERS

KS1000 AWP WALL

PANEL VERTICALLY LAID

PF BACKING ROD WITH

SILICONE SEALANT. BY

DOOR INSTALLER

KINGSPAN RECESSED

WASHER
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ROLLER DRUM

V
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P

E

DOOR HEAD

SUPPORT FRAME

KS1000 AWP PANEL

VERTICALLY LAID

0.5MM COIL COATED

HEAD FLASHING

SEALED WITH 6X4

BUTYL SEALANT

0.5MM COIL COATED

SOFFIT FLASHING

PF BACKING ROD WITH SILICONE

SEALANT. BY DOOR INSTALLER

CUT END COVER

FLASHING

GUN GRADE SILICONE SEALANT

ACROSS JOIN, BACK SEALED WITH

6X4MM BUTYL SEALANT

CONTINUOUS LEDGER ANGLE

DOOR GUIDE SUPPORTED

BY MAIN STRUCTURE

S
E

E
 
D

O
O

R
 
M

A
N
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F

A
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E
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R
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E
D

KS1000 AWP PANEL

VERTICALLY LAID

0.5MM COIL COATED

2 PART JAMB

FLASHING SEALED

WITH 6X4MM BUTYL

SEALANT

DOOR GUIDE

BY OTHERS

STRUCTURAL DOOR

JAMB BY OTHERS

DOOR BY

OTHERS
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0.5MM COIL COATED

SILL FLASHING

AWP FILLER SEALED

TOP & BOTTOM WITH

GUN GRADE SEALANT.

SILICONE SEALANT

ACROSS JOINT

LOUVRE SUPPORT

FRAME

SILICONE SEALANT

TO PERIMETER

CUT END COVER

FLASHING

6
 
M

I
N

0.5MM COIL COATED

HEAD FLASHING

SEALED WITH 6X4

BUTYL SEALANT

0.5MM COIL COATED

SOFFIT FLASHING

CONTINUOUS LEDGER

ANGLE

KS1000 AWP PANEL

VERTICALLY LAID

GUN GRADE SILICONE

SEALANT ACROSS JOIN,

BACK SEALED WITH

6X4MM BUTYL SEALANT
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0.5MM COIL COATED JAMB FLASHING

SEALED WITH 6X4MM BUTYL SEALANT

LOUVRE SUPPORT FRAME

SILICONE SEALANT

LOUVRE UNIT

KS1000 AWP PANEL

VERTICALLY LAID
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Louvre Detail (Horizontal Section)

Wall Panel - Vertically Laid

NTS

AWP VS 20 D



INTERNAL COVER FLASHING

SEALED WITH 6X4MM BUTYL

SEALANT

"DEKTITE" FLEXIBLE PIPE

FLASHING OR SIMILAR TO

SUIT CONDITIONS

PIPE/DUCTING

STANDARD TEMPERATURE

KS1000 AWP INSULATED WALL

PANEL (VERTICALLY LAID)

SITE APPLIED NON-COMBUSTIBLE

INSULATION

HOLE SITE CUT TO

ACCOMMODATE

PIPE/DUCTING ETC. LINE WITH

GALVANISED SOAKER

KS1000 AWP INSULATED WALL

PANEL (VERTICALLY LAID)

INTERNAL COVER FLASHING

SEALED WITH 6X4MM BUTYL

SEALANT

HIGH TEMPERATURE

PIPE/DUCTING

"DEKTITE" FLEXIBLE PIPE

FLASHING OR SIMILAR TO

SUIT CONDITIONS

(TO 115° MAX)
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GRP INSITU WEATHERING SYSTEM

BONDED TO PANELS EXTERNAL SHEET,

COLOUR TO MATCH EXTERNAL PANEL

ALTERNATIVE STANDARD

TEMPERATURE

SITE APPLIED NON-

COMBUSTIBLE

INSULATION

PIPE/DUCTING

HOLE SITE CUT TO

ACCOMMODATE

PIPE/DUCTING ETC. LINE WITH

GALVANISED SOAKER

KS1000 AWP INSULATED WALL

PANEL (VERTICALLY LAID)

INTERNAL COVER FLASHING

SEALED WITH 6X4MM BUTYL

SEALANT

NOTE: MAXIMUM CIRCULAR HOLE SIZE TO BE 300MM. PENETRATIONS GREATER WILL REQUIRE

ADDITIONAL SUPPORTING STEEL.

FLEXIBLE PIPE FLASHING PROVIDES A COMPLETELY WEATHERPROOF SOLUTION FOR  PIPE OPENINGS

THROUGH A WALL.  THEY CAN BE MOLDED BY HAND TO SUIT THE SHEET PROFILE, BEDDED IN

WEATHER SEALANT & FIXED TO THE WALL SHEET.
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Architectural Wall Panel Range

MICRO-RIB (KS1000 MR), MINI-MICRO (KS1000 MM), EURO-BOX (KS1000 EB), WAVE (KS1000 WV), PLANK (KS1000 PL)

Penetration Detail

Wall Panel - Vertically Laid
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