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DIRECTION

OF LAY

6X4 BUTYL SEALANT

KINGSPAN KS1000 RW

WALL PANEL, VERTICALLY LAID

STITCHING SCREWS

MAX 450MM CTRS

MIN 1X FIXING
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TO ENSURE CORRECT PANEL

INSTALLATION, SIDE WALL

STRUCTURAL SUPPORTS MUST BE
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WALL PANEL
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MIN 1 FIXING AT PAN
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KINGSPAN KS1000 RW WALL

PANEL VERTICALLY LAID

PAN FIX WALL PANEL TO
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KS1000 RW PANEL

VERTICALLY LAID

0.5MM COIL COATED JAMB FLASHING
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SITE APPLIED SILICONE EAVES SEAL

FIXING AT CROWN

KS1000 RW PARAPET

PANEL
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FILL GAPS WITH CANISTER FR FOAM FILLER

SITE APPLIED SILICONE EAVES SEAL

CLOSED CELL FOAM EAVES FILLER BLOCK

GUTTER BRACKET ATTACHED

TO FASCIA BOARD FIXED

TO PURLINS

75MM EAVES OVERHANG

PRESSED STEEL GUTTER

KINGSPAN KS1000 RW

ROOFING PANEL
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CONTINUOUS RUN OF 6X4 BUTYL

SEALANT

FOAM RIDGE FILLER (3-RWFILL)

SEALED TOP & BOTTOM WITH

GUN GRADE SEALANT

GALV CLEADER ANGLE BY STEEL

CONTRACTOR. AIR SEAL WITH

6X4 BUTYL SEALANT

CONTINUOUS RUN OF

6X4 BUTYL SEALANT

CLOSER FLASHING

"Z" FLASHING WITH CONTINUOUS

RUNS OF 6X4 BUTYL SEALANT

KINGSPAN KS1000 AWP

SOFFIT PANEL

GALV CLEADER ANGLE

GALV CLEADER ANGLE BY

STEEL CONTRACTOR

CONTINUOUS INTERNAL

CLOSER FLASHING AIR

SEALED WITH 6X4 BUTYL

SEALANT

PANEL FACE FIXED WITH

RECESSED WASHER
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